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CERTIFICATE 
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No����CV – 18 – 237/Z

Product:

Manufacturer: 

Al �X�P�L�Q�L�X�P���S�U�R�I�L�O�H�VAMADEUS

See the Applicant

Description :
Window system from aluminium profiles AMADEUS

Result :

Name of 
verified
parameter

Calculation
method

Result

Profile 
Heat transfer 
coefficient U�I

�:�����P2���.��
Profile 

Heat transfer 
coefficient U�I

�:�����P2���.��

Heat transfer 
coefficient

U�I

EN ISO 
10077-2 

3F BLO P1 2,1 (2,10) 2F BLU S P1 ��������(2,99)
3F BLO P2 1,9 (1,94) 2F BLU S P2 2,8 (2,78)
3F BLO P3 1,9 (1,92) 2F BLU F P1 1,7 (1,65)
3F BLU S P1 3,1 (3,07) 2F BLU F P2 1,7 (1,65)
3F BLU S P2 2,9 (2,89) 2F BLS F P1 2,1 (2,07)
3F BLU S P3 2,8 (2,79) 2F BLS F P2 2,1 (2,09)
3F BLU F P1 1,7 (1,66) 2F BLS G P1 1,9 (1,93)
3F BLU F P2 1,7 (1,67) 2F BLS G P2 1,9 (1,87)
3F BLU F P3 1,7 (1,65) 2F BLS G1 P1 1,9 (1,88)
3F BLS F P1 2,1 (2,13) 2F BLS G1 P2 1,3 (1,28)
3F BLS F P2 2,1 (2,12) V ����������(12,60)
3F BLS F P3 ��������(1,96) V1 13,8 (13,77)
3F BLS G P1 ��������(1,95) V2-4 ���� ,1 (14,10)
3F BLS G P2 ��������(1,95) GV ����������(14,67)
3F BLS G P3 1,9 (1,89) GV1 ����������(16,12)
3F BLS G1 P1 1,9 (1,88) GV2-4 ����������(16,67)
3F BLS G1 P2 1,9 (1,88) S G 2,3 (2,31)
3F BLS G1 P3 1,8 (1,82) S G1 2,2 (2,22)
2F BLO P1 ��������(2,00) E G 1,1 (1,12)
2F BLO P2 1,9 (1,89) E G1 1,1 (1,11)

Documentation : Calculation Report No. V-002/18 CSI a.s. workplace Zlín 

Certificate applies only for product the specification of which is given in referred documentation. The Certificate 
verifies the above mentioned product properties, however, it does not represent nor substitute the certification 
in accordance with Act No. 22/1997 Coll. on Technical Requirements for Products.

Date of issue: 2����������������8 .  .  .  .  .  .  .  .  .  .  .  .  .  
Valid till: 2�������������� ���� Ing. Vladan Panovec
Elaborated by: Ing. Vladan Panovec Head of workplace

Manufacturer:

Street:

City/State/Zip: St. Johann, Austria 5600

AMARI Austria GmbH

Industriestrasse 54

NFRC Product Certificate of Authorization

Product Series:

Product Type:

Amadeus Slim Sliding 
Glass Door

DDSG

Simulation Lab: SATF

I1972.03Sim Report #:

04/25/2018Sim Report Date:

Auth. Ratings:

2014Procedural Year:

U-Factor, SHGC, VT, CR

10/30/2018Revised Date:

Test Lab: TATF

I1973.01-301-46Test Report #:

05/02/2018Test Date:

Test Method:

2014Procedural Year:

NFRC 102

05/07/2018Revised Date:

Initial Certification Date:

Re-Certification Date:

Expiration Date: 05/02/2023

08/22/2018

CPD Product Line 
Number:

Product Number Range:

AMR-A-19

00001-00001 to 00010-00003

Comments:

I hearby certify that all requirements for NFRC Certification Authorization have been met and that the 
above information is true and correct, to the best of my knowledge.

Authorized IA Signature:

As of October 30, 2018 NFRC Certification Authorization Page 1

http://search.nfrc.org/search/cpd/cpd_search_
detail.aspx?cpdnum=AMR-A-19

Certificates U-value simulation

The U-value simulation shows amadeus‘ heat/cold cycle, which in combination with its glass and profile leads 
to a total value of Uw ≥ 0.68 W/(m2K), 0.12 Btu/(h.ft2.F) which corresponds to the values of passive houses. 
 
Element size 
6000 x 2800 mm 
19.7 ft x 9.2 ft 
 
Glass 
Ug = 0.50 W/(m2K), 0.08 Btu/(h.ft2.F) 
Uw ≥ 0.68 W/(m2K), 0.12 Btu/(h.ft2.F) 

The fact that amadeus is a solid and efficient minimalistic sliding system with enormous static capabilities is 
evidenced by our certificates from the relevant testing institutes. All available performance parameters can 
be found in the Technical Information on page 7.



M Y  A M A D E U S

We can achieve our goals. 
Together.
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We have stable, long-  
lasting and continuous  
partnerships

You can rely on us. Trusting each other is the 
foundation for achieving our goals. Amari takes 
its time and consideration in order to fulfill  
your individual needs. The responsible team 
puts enthusiasm, commitment and know-how 
into every single project. Amari and amadeus – 
synonyms for stability and reliability.

Amari has created a know-how platform with 
my amadeus, allowing partners to build syn-
ergies. By way of networks and cooperations 
innovations are easily expedited. The platform 
provides a clear USP for amadeus partners.

www.amadeus.design
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”I have been in the field of architectural design for 45 years. As a  
Japanese, my basic design approach is minimalism, which I com- 
bine with my experience in illumination design. The Japanese design  
approach is to unify the outside space with the internal space for it 
to become one with nature. amadeus makes it possible to enjoy the 
changes of external seasonal art pieces. To realize this approach, it is 
essential to remove any obstruction from the field of view.”

Y O I C H I  F U R U K A W A 
J I A ,  A P E C  R E G .  A R C H I T E C T ,  D E S I G N  D I R E C T O R 
N I K K E N  S E K K E I  LT D

A M A R I  H E A D Q U A R T E R S



Scan this QR code with your iOS or Android device  
to experience amadeus in augmented reality. 

scan code 



Europe 
amadeus by Amari Austria  

Industriestraße 54  
A-5600 St. Johann im Pongau 

+43 (0) 6412 / 50 01 
info@amadeus.design 
www.amadeus.design 

 

USA 
Peter Reiter 

+1 (562) 472 4376 
p.reiter@amadeus.design 

www.amadeus.design



www.amadeus.design

Version 1.0 2020; Typesetting errors, typos, slight color variations due to printing as well as surface deviations reserved;  
dimensional changes and technical modifications might be subject to change. Design rebellcreative.at


